
Moen 1255 Instructions
From finishes that are guaranteed to last a lifetime, to faucets that perfectly balance your water
pressure. MOEN sets the standard for exceptional beauty. The new Moen Motionsense faucets
use a 1255 Duralast cartridge. The replace the cartridge, you will need to loosen the faucet and
lift it high enough..

HOW TO REPLACE A NEW CARTRIDGE IN A MOEN
FAUCET.
Installation Tool. 100110. FOR MODELS WITH HYDROLOCK®. CONNECTION AFTER
7/07. Cartridge, Cartridge Nut and Set Screw. 1255. Set Screw. 155023. (for 180-degree swing
lever model), 1255 Moen Duralast Single Lever Cartridge The instructions I received were very
general and tried to cover everything. one–function, water usage: 1.5 gpm (5.7 L/min) max.
duralock®: yes, cartridge type: 1255® duralast ®, meets ab1953(california), s152(vermont)
legislation:.
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cartridge type: 1255® duralast ®, meets s152(vermont),
ab1953(california) legislation: The instructions were clear and required
simple tools to do the job. three–function, water usage: 1.5 gpm (5.7
L/min) max. duralock®: yes, cartridge type: 1255® duralast ®, meets
s152(vermont), ab1953(california) legislation:.

Buy the Moen 1255 Duralast Replacement Cartridge for $18.69 and
save 36% OFF the retail price at Faucet Depot.com. The Moen 1255 is
in stock. Cartridge, Cartridge Nut and Set Screw. 1255. There is more
than 1 version of this model. Page down to identify the version you
have. Wand Screen & O-Ring Kit. Kitchen and Bath Remodeling in
Lincoln, Nebraska: Moen Faucet Review The newer Moen 1255
Duralast ceramic cartridge, introduced in 2011, does not.

connection type: compression, supply length:
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flexible, # of spray functions: one–function,
water usage: 1.5 gpm (5.7 L/min) max.
cartridge type: 1255® duralast.
Chrome. 174948BRB Mediterranean. Bronze. 174948SRS Spot Resist
Stainless. Replacement Cartridge, Cartridge Nut and Set Screw. 1255.
Soap Dispenser. LASCO Plumbing Specialties MO1255 is a Genuine
Moen, Duralast Single Lever Cartridge. Intended for faucet repair on
existing faucets. Replacement part. Mounting Type, Deck Mount.
Material, Metal. Faucet Centers, Single Hole. Handle Type, Lever. Valve
Type, 1255™ Duralast™ Cartridge. Width in Inches, 9.44. Moen
Plumbing: Buy Now and Save at Overstock - Your Online Plumbing
Store! 6 or 12 month Instructions..show more. Would you Moen 1255
Part 31MM Cartridge Assembly Today: $28.99 $40.46 Save: 28% Add
to Cart. +Quick View. Here we go Moen 1 Single Moen 1255 Single
Handle Duralast Cartridge izu j p. Handle Shower Tub Replacement
Cartridge with installation instructions. Stainless. 116726ORB Oil
Rubbed. Bronze. 116726PW. Pewter. 116726SRS Spot Resist. Stainless.
Replacement. Cartridge, Nut. & Set Screw. 1255. Hose Kit.

Moen Duralast Cartridge. Model Number: 1255 / Menards® SKU:
6748717 Molded seals provide leak-proof protection, Installation
instructions included.

water usage: 1.5 gpm (5.7 L/min) max. duralock®: yes, cartridge type:
1255® duralast ®, meets ab1953(california), s152(vermont) legislation:
yes.

How To Stop A Leak: Single Handle Moen Faucet Fidelity 67545C.
lever. Chrome (Bulk). cartridge, cartridge Nut and Set Screw. 1255.
Operating Instructions Stihl Ms 180c Chainsaw Integra Telecom
Voicemail Instructions Cosco Scenera.



one–function, water usage: 1.5 gpm (5.7 L/min) max. duralock®: yes,
cartridge type: 1255® duralast ®, meets ab1953(california),
s152(vermont) legislation:.

Moen Single-Handle Lavatory Faucet Specifications. CHATEAU
1255™ Duralast™ cartridge Plumbing Product Moen 2200 Series
Installation Instructions. faucet repair instructions - moen faucet
monticello moen two handle any entries for the M7500 series of faucets,
this a Moen 1255 cartridge. Moen Other Plumbing: Buy Now and Save
at Overstock - Your Online Other Plumbing Store! 6 or 12 month
Instructions..show more Moen 1255 Part 31MM Cartridge Assembly
Today: $28.99 $40.46 Save: 28% Add to Cart. +Quick View. Moen -
Buy it for looks. supply length: 24", # of spray functions: two–function,
gpm: 1.5 gpm (5.7 L/min) max. duralock®: yes, cartridge type: 1255®
duralast ®.

1255™ Duralast™ cartridge for Single-Handle Faucets. STANDARDS. •
Third party certified to IAPMO Green, ASME A112.18.1/CSA B125.1
and all applicable. 1255. Cartridge Nut. Note: Must change nut with
cartridge. 144266. Set Screw. 155023. Plug. Button Kit. 137403.
HANDLE PLUG BUTTON. PRIOR TO 1/2011. Installation help /
animated tutorials for moen faucet, Installing the moen The 90 degree
faucet includes moen's 1255 duralast cartridge, which provides.

>>>CLICK HERE<<<

Moen 7308 Castleby Single Handle Kitchen Faucet With Matching Finish Side Spray, Cartridge
type: 1255. One email to Moen and they sent a new cartridge out free of charge asap and it took
about 10 min to fix with instructions provided.
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